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Specifications

ClimateHub Mono @

¢ Integrated solution for heating and domestic hot water. e PVand Smart Grid ready.

e Compact unit size with large water tank (200 L & 260 L). ¢ 2-zone Control, suitable for floor heating and radiators.

¢ Intuitive, colour screen touch controller in multiple languages. e SCOPrating of A+++7,

e Energy monitoring through touch controller. e SmartThings compatible with optional Wi-Fi kit.

¢ Smooth servicing through the front-mounted service window. e Backup heateris included to ensure a minimum water temperature.

Indoor Unit AE200RNWMEG/EU AE200RNWMEG/EU AE200RNWMEG/EU
Outdoor Unit AEO50RXYDEG/EU AEO80RXYDEG/EU AE120RXYDEG/EU
Controller MWR-WW10N MWR-WW10N MWR-WW10N
System Operation Nominal Heating A7/W35' / A7/W552 kw 5.0/43 8.0/71 12.0/11.3
Caracity Cooling A35/W18! Kw 50 75 12.0
Power Input  Heating A7/W35' / A7/W552 kw 1.03/1.52 1.77/2.53 2.65/3.73
(Nominal) = \ing A35/W18" Kw 114 190 277
COP (Nominal Heating) A7/W35' / A7/W55% w/w 4.85/2.83 4.52/2.81 4.53/3.03
EER (Nominal Cooling) A35/W18’ w/wW 4.39 395 4.33
SCOP LWT 35°C/ 55°C w/w 4.46/3.2 4.44/3.23 4.69/3.51
Seasonal Space Heating ETA%
enr.efficiency ns LWT 35°C/ 55°C 175/125 175/126 185/138
Seasonal Space Heating -
EFf. class * LWT 35°C/ 55°C =/ E=» =/ E» =/ E»
Current MCA A 16.00 22.00 28.00
MFA A 20.00 2750 35.00
Water Flow Rate Low / Medium /min
temperature 14.4/78 231/12.8 34.6/20.4
Leaving Water Temperature*  Heating °C 15~65 15~65 15-65
Cooling °C 5~25 5~25 5~25
Functions Smart Grid Ready / PV Enabled - . . .
3-Step Quiet Mode - . . .
2-zone Control - . . .
Tank Integrated Power Supply O, #,V, Hz 10, 2,220~240V,50 Hz 10, 2,220~240V, 50 Hz 10, 2,220~240V, 50 Hz
Hydro Unit Water Tank Volume litres 200 200 200
Declared Load Profile L/XL L L L
Average water heating efficiency nwh ETA% 15 15 110

Average Energy Efficiency Class -

Sound Sound Pressure® Heating Std dB(A) 26 26 30
Cooling Std dB(A) 26 26 30
Sound Power Heating Std dB(A) 40 40 44
Heater Back-up heater Capacity Default (Option) kw 2(4/6) 2(4/6) 2(4/6)
Piping Water Pipe (Space Heating) Inlet/ Outlet ®, mm 28/28 28/28 28/28
Water pipe (DHW) Inlet/ Outlet ®, mm 22/22 22/22 22/22
Dimensions Net Weight kg 130.0 130.0 130.0
Net Dimensions (WxHxD) mm 595x1,800 x 700 595x1,800 x 700 595 x1,800 x 700
Outdoor Unit Power Supply ®,V,Hz 1®,220~240V, 50 Hz 1®,220~240V, 50 Hz 10, 220~240V, 50 Hz
Compressor Type - BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary
Base Heater Capacity kw - 0.15 0.15
Sound Sound Pressure* Heating Std dB(A) 45 48 50
Cooling Std dB(A) 45 48 50
Sound Power Heating Std dB(A) 61 63 64
Dimensions Net Weight kg 58.5 76.0 10.0
Net Dimensions (WxHxD) mm 880 x 798 x 310 940 x 998 x 330 940 x1,420 x 330
Refrigerant Type R32 (Fluorinated greenhouse gas, GWP=675)
Factory Charging tCOze 0.68 0.78 1.49
kg 1.00 115 2.20
Piping Water Pipe (Space Heating) Inlet/ Outlet @, mm 28/28 28/28 28/28
Operation Ambient Temperature Heating °C -25~35 -25~35 -25~35
Cooling °C 10~46 10~46 10~46
DHW °C -25~43 -25~43 -25~43
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Accessories
A ™ [ i W—

Touch Controller Touch Controller DMS2.5 Wi-Fi Kit External Room Sensor Backup Heater (4/6kW)

MWR-WW10*N MCM-A300N MIM-DOTAN MIM-HO4EN MRW-TA MHC-*00FE

AE200RNWMEG/EU AE260RNWMEG/EU AE260RNWMEG/EU AE260RNWMEG/EU
AE160RXYDEG/EU AEO80RXYDEG/EU AE120RXYDEG/EU AE160RXYDEG/EU
MWR-WW10N MWR-WW10N MWR-WW10N MWR-WW10N
16.0/15.0 8.0/71 12.0/11.3 16.0/15.0
14.0 75 120 14.0
3.62/518 1.77/2.53 2.65/3.73 3.62/518
3.28 190 277 3.28
4.42/290 4.52/2.81 4.53/3.03 4.42/290
4.27 395 433 4.27
4.48/3.53 4.44/3.23 4.69/3.51 4.48/353
176/138 175/126 185/138 176/138
[nore Y noe 3 [ors Y noe 3 [nors Y noe 3 [nor Y noe 3
32.00 22.00 28.00 32.00
40.00 2750 35.00 40.00
46.2/271 231/12.8 34.6/20.4 46.2/271
15~65 15~65 15~65 15~65
5~25 5~25 5~25 5~25
L] L] L] L]
. . . .
. Ll . .
10, 2,220~240V, 50 Hz 10, 2,220~240V, 50 Hz 10,2,220~240V, 50 Hz 10,2,220~240V, 50 Hz
200 260 260 260
L XL XL XL
10 123 17 17
30 26 30 30
30 26 30 30
44 40 a4 a4
2(4/6) 2(4/6) 2(4/6) 2(4/6)
28/28 28/28 28/28 28/28
22/22 22/22 22/22 22/22
1300 140.0 140.0 140.0
595 x1,800 x 700 595 x1,800 x 700 595 x1,800 x 700 595 x1,800 x 700 - CEEURF!I_?\;EI IEIS
16, 220~240 V, 50 Hz 16, 220~240V, 50 Hz 19, 220~240 V, 50 Hz 10, 220~240V, 50 Hz PERFORMANCE
BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary v ——
015 015 015 015
52 48 50 52
54 48 50 54
66 63 64 66 “At+++ energy label is available according to EU No. 811/2013
label classification 2019, on a scale from D to A+++
110.0 76.0 110.0 110.0
940 x1,420 X 330 940 x 998 x 330 940 x1,420 X 330 940 x1,420 X 330 'A2W Condition : (Heating) Water In/Out 30°C/35°C,

Outdoor Air 7°C[DB]/6°C[WBJ; (Cooling) Water In/Out

R32 (Fluorinated greenhouse gas, GWP=675) 23°C/18°C, Outdoor Air 35°C[DB].

1.49 0.78 1.49 1.49
?A2W Condition : (Heating) Water In/Out 47°C/55°C,
220 15 220 220 Outdoor Air 7°CIDBI/6°CIWB.
28/28 28/28 28/28 28/28
3450 o o o
2535 2535 2535 2535 65°C down to +10°C (max. 60°C down to -5°C)
10~46 10~46 10~46 10~46 “Sound pressure level is obtained in an anechoic room.
25-43 25-43 25-43 513 Sound pressure level is a relative value, depending on the

distance and acoustic environment. Sound pressure level
may differ depending on operation conditions.
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Specifications

ClimateHub Mono (Continued)

Indoor Unit
Outdoor Unit

Controller

AE260RNWMGG/EU

AEO80RXYDGG/EU

MWR-WW10N

AE260RNWMGG/EU
AE120RXYDGG/EU

MWR-WW10N

AE260RNWMGG/EU
AE160RXYDGG/EU

MWR-WW10N

System Operation Nominal Heating A7/W35 / A7/W552 kw 8.0/71 12.0/1.3 16.0/15.0
Capacity Cooling A35/W18" Kw 75 12.0 14.0
Power Input  Heating A7/W35' / A7/W552 kw 1.77/2.53 2.65/3.73 3.62/518
(Nominal) = ¢ \ing A35/W18" Kw 190 277 3.28
COP (Nominal Heating) A7/W35' / A7/W55% w/w 4.52/2.81 4.53/3.03 4.42/290
EER (Nominal Cooling) A35/W18" w/w 395 4.33 4.27
SCOP LWT 35°C/ 55°C w/w 4.44/3.23 4.69/3.51 4.48/3.53
ﬁﬁfi%’li.‘es,."fy‘ﬁs*{eﬁ'ﬁ«c — 3D 175/126 185/138 176/138
e L ; /e (- 0 A 3 (- 0 A 3
Current MCA A 10.00 10.00 12.00
MFA A 1610 1610 1610
ReteriioiRate wow ;e":;f:‘em Wl 231/128 34.6/204 46.2/271
Leaving Water Temperature®>  Heating °C 15~65 15~65 15~65
Cooling °C 5~25 5~25 5~25
Functions Smart Grid Ready / PV Enabled - . o .
3-Step Quiet Mode = . L] L]
2-zone Control - . . .
Tank Integrated Power Supply @, #,V, Hz 30,4,380~415V, 50 Hz 30, 4,380~415V,50 Hz 30, 4,380~415V,50 Hz
Hydro Unit Water Tank Volume litres 260 260 260
Declared Load Profile L/XL XL XL XL
Average water heating efficiency nwh ETA% 123 n7z n7
Average Energy Efficiency Class -
Sound Sound Pressure® Heating Std dB(A) 26 30 30
Cooling Std dB(A) 26 30 30
Sound Power Heating Std dB(A) 40 44 44
Heater Back-up heater Capacity Default (Option) kw 6 6 6
Piping Water Pipe (Space Heating) Inlet/ Outlet ®, mm 28/28 28/28 28/28
Water pipe (DHW) Inlet/ Outlet ®, mm 22/22 22/22 22/22
Dimensions Net Weight kg 140.0 140.0 140.0
Net Dimensions (WxHxD) mm 595x1,800x 700 595 x 1,800 x700 595x1,800x 700
Outdoor Unit Power Supply D,V Hz 3®,380~415V, 50 Hz 3®,380~415V, 50 Hz 3®,380~415V, 50 Hz
Compressor Type o BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary
Base Heater Capacity kw 0.15 0.15 0.5
Sound Sound Pressure® Heating Std dB(A) 48 50 52
Cooling Std dB(A) 48 50 54
Sound Power Heating Std dB(A) 63 64 66
Dimensions Net Weight kg 75.0 1.0 m.o0
Net Dimensions (WxHxD) mm 940 x 998 x 330 940 x1,420 x 330 940 x1,420 x 330
Refrigherant Type R32 (Fluorinated greenhouse gas, GWP=675)
Factory Charging tCOze 0.78 1.49 1.49
kg 115 2.20 2.20
Piping Water Pipe (Space Heating) Inlet/ Outlet @, mm 28/28 28/28 28/28
Operation Ambient Temperature Heating g -25~35 -25~35 -25~35
Cooling °C 10~46 10~46 10~46
DHW °C -25~43 -25~43 -25~43
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EUROVENT
CERTIFIED
PERFORNMANCE

www. eurovent-certification.com

“A+++ energy label is available according to EU No. 811/2013
label classification 2019, on a scale from D to A+++

TA2W Condition : (Heating) Water In/Out 30°C/35°C,
Outdoor Air7°C[DB]/6°C[WB]; (Cooling) Water In/Out
23°C/18°C, Outdoor Air 35°C[DB].

2A2W Condition : (Heating) Water In/Out 47°C/55°C,
Outdoor Air7°C[DB]/6°C[WB].

365°C down to +10°C (max. 60°C down to -5°C)

4Sound pressure level is obtained in an anechoic room.
Sound pressure level is a relative value, depending on the
distance and acoustic environment. Sound pressure level
may differ depending on operation conditions.

Project: Atico en el Retiro (Spain)
Project Architecture: ABATON
Interior Design: BATAVIA
Photography: Belén Imaz
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Specifications

Mono with Third Party DHW Tank

¢ Intuitive, colour screen touch controllerin multiple languages. e 2-zone Control, suitable for floor heating and radiators.
e Energy monitoring through touch controller. ¢ SmartThings compatible with optional Wi-Fi kit.
e PVand Smart Grid ready. e Backup heateris recommended to ensure a minimum water temperature.

Outdoor Unit AEO50RXYDEG/EU AEO80RXYDEG/EU AE120RXYDEG/EU
Control Kit MIM-EO3CN MIM-EO3CN MIM-EO3CN
System Operation Nominal Heating A7/W35' / A7/W552 kw 5.0/43 8.0/71 12.0/11.3
Capactty Cooling A35/W18! Kw 50 75 12.0
Power Input  Heating A7/W35' / A7/W552 kw 1.03/1.52 1.77/2.53 2.65/373
(Nominal) = \ing A35/W18" Kw 114 190 277
COP (Nominal Heating) A7/W35' / A7/W55% w/w 4.85/2.83 4.52/2.81 4.55/3.03
EER (Nominal Cooling) A35/W18' w/w 4.39 395 433
i;f:g;fé/sg;ﬁecheating enr.efficiency ns ETA% 175/125 175/126 185/138
Saasonalspaceheating o, class™ : D T D T D e
Current MCA A 16.00 22.00 28.00
MFA A 20.00 2750 35.00
Leaving Water Temperature?  Heating °C 15~65 15~65 15~65
Cooling °C 5~25 5~25 5~25
Functions Smart Grid Ready / PV Enabled = L] . .
3-Step Quiet Mode - . L] L]
2-zone Control o . . .
Outdoor Unit Power Supply ®,V,Hz 10, 220~240V, 50 Hz 19, 220~240V, 50 Hz 10, 220~240V, 50 Hz
Compressor Type - BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary
Base Heater Capacity kw - 015 015
Sound Sound Pressure* Heating Std dB(A) 45 48 50
Cooling Std dB(A) 45 48 50
Sound Power Heating Std dB(A) 61 63 64
Dimensions Net Weight kg 58.5 76.0 10.0
Net Dimensions (WxHxD) mm 880 x 798 x 310 940 x 998 x 330 940 x1,420 x 330
Piping Water Pipe Inlet/ Outlet @, mm 25/ 25 25/ 25 25/ 25
Refrigerant Type R32 (Fluorinated greenhouse gas, GWP=675)
Factory Charging tCOze 0.68 0.78 1.49
kg 1.00 115 2.20
Operation Ambient Temperature Heating g -25~35 -25~35 -25~35
Cooling g 10~46 10~46 10~46
DHW g -25~43 -25~43 -25~43
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Accessories

Mono Control Kit Touch Controller DMS2.5 Wi-Fi Kit External Room Sensor

MIM-EO3CN MCM-A300N MIM-DOTAN MIM-HO4EN MRW-TA

AE160RXYDEG/EU AEO80RXYDGG/EU AE120RXYDGG/EU AE160RXYDGG/EU
MIM-EO3CN MIM-EO3CN MIM-EO3CN MIM-EO3CN
16.0/15.0 8.0/71 12.0/1.3 16.0/15.0
14.0 75 12.0 14.0
3.62/518 177/2.53 2.65/3.73 3.62/518
3.28 190 2.77 3.28
4.42/2.90 4.52/2.81 4.53/3.03 4.42/2.90
4.27 395 433 4.27
176/138 175/126 185/138 176/138
[ers J noe 3 D e D /e D /e
32.00 10.00 10.00 12.00
40.00 1610 1610 1610
15~65 15~65 15~65 15~65
5~25 5~25 5~25 5~25
. . . .
. L . .
. . . .
10, 220~240V, 50 Hz 30,380~415V,50 Hz 30,380~415V, 50 Hz 30,380~415V, 50 Hz
BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary BLDC Twin Rotary
015 0.5 015 015
52 48 50 52
54 48 50 54
66 63 64 66
110.0 75.0 1.0 1.0
940 x1,420 x 330 940 x 998 x 330 940 x1,420 x 330 940 x1,420 x 330
25/25 25/25 25/25 25/25
R32 (Fluorinated greenhouse gas, GWP=675)
1.49 0.78 1.49 1.49
2.20 115 2.20 220
-25~35 -25~35 -25~35 -25~35
10~46 10~46 10~46 10~46
-25~43 -25~43 -25~43 -25~43
EUROVENT
- CERTIFIED
PERFORMANCE

www. eurovent-certification.com

“A+++energy label is available according to EU No. 811/2013
label classification 2019, on a scale from D to A+++

TA2W Condition : (Heating) Water In/Out 30°C/35°C,
Outdoor Air 7°C[DB]/6°C[WBJ; (Cooling) Water In/Out
23°C/18°C, Outdoor Air 35°C[DB].

?A2W Condition : (Heating) Water In/Out 47°C/55°C,
Outdoor Air 7°C[DB]/6°C[WB].

#65°C down to +10°C (max. 60°C down to -5°C)
“Sound pressure level is obtained in an anechoic room.
Sound pressure level is a relative value, depending on the

distance and acoustic environment. Sound pressure level
may differ depending on operation conditions.
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Dimensional Drawings

Mono Tank Integrated Hydro Unit
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Space heating Inlet
Space heating Outlet
DHW Inlet
Secondary water return
DHW Outlet
Heat Pump In
Heat Pump Out
T/Pv/v
Drain Holes

AE200RNWMEG/EU AE260RNWM*G/EU
228 228
228 228
922 2922
N/A 222
222 2922
228 228
228 228
Female PT1/2" Female PT1/2"

(Option) Connect with the provided drain plug



Mono Outdoor

AEO50RXYDEG/EU

Units: mm
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Dimensional Drawings

Mono Outdoor

AEO80RXYD*G/EU

514

i + 3
( | PN R
[ ) R B
( J = -
T lj LF —
940 330
(3 -I"] -
J@mmuﬂmﬂ@
= : i
= o
otk
i
OED n o u:,,7
O@ o —
— LE'JII [ 1 - 8
_ 384
[ -3 "1
| ==
.; ®\
® = Lo
= 2y ||
Na — =N

T R

BSPP male1"
BSPP male1"

1 Water Pipe(Out)
2 Water Pipe(In)
3

94

Power & Communication Wiring Conduit Holes

Units: mm [inches]



Mono Outdoor

AE120/160RXYD*G/EU
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1 Water Pipe(Out) BSPP male1"
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Dimensional Drawings

Mono Control Kit

MIM-EO3CN
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